TLAKOVE NADOBY

VVP (objem 100 a7 5000 |)
tlakové nadoby

e ocelové provedeni, praskové lakované, modrd barva RAL 5015
e vyrobené dle smérnice 2014/68/EU (PED)

e pro stla¢eny vzduch, dusik, argon, helium, olej a kyslik

e pracovni tlak 42 bar

e pracovni teplota -20/+80 °C

Rozméry (mm) Hmotnost
L (kg)
VVP100-42 100 42 370 1213 180 100
VVP200-42 200 42 446 1587 200 150
VVP270-42 270 42 500 1648 175 215
VVP500-42 500 42 600 2050 155 355
VVP1000-42 1000 42 800 2350 145 675
VVP1500-42 1500 42 1000 2305 170 1100
VVP2000-42 2 000 42 1100 2490 200 1460
VVP3000-42 3000 42 1200 2990 140 1950
VVP4000-42 4000 42 1450 2790 225 2540
VVP5000-42 5000 42 1450 3390 225 2845
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P¥ipojeni P/ N

Ob;j. ¢. 1 2 3 4 5 6 7 N

VVP100-42 2" 3/ - 3/g" 3/8" - 3/4" @ e 0|
VVP200-42 2" 1" - 1/2" 3/8" - 1" L o |
VVP270-42 2" 1" 1" - 3/8" 1" 1" L
VVP500-42 2" 2" 2" 1/2" 1/2" 2" 2"

VVP1000-42 2" 2" 2" 3/g" 3/8" 2" 2"

VVP1500-42 2" 2 2 1/2" 1/2" 2 2 1© L2 c
VVP2000-42 2 2 2 1/2" 1/2" 2 2

VVP3000-42 2" 2" 2" 1/2" 1/2" 2 2 fj i
VVP4000-42 2" 7 3" 3/4" 3/8" 3" 7

VVP5000-42 2" 3" 3" 3/4" 3/8" 3" 3" \oﬁ/
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E: info@kompresory-vzduchotechnika.cz
E: objednavky@kompresory-vzduchotechnika.cz
T: +420 311 532 091
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